
Dedicated RacksDedicated Racks

Ideal to accommodate probes, modules and modems, they are the interface to the RDF

via 485 BUS, designed to ease and speed installation, and to make maintenance easy.

ANT dedicated rack mounts are designed to fit into the very crowded broadcasting sites

environment: in just 1 rack unit height you can fit up to 3 Eurocard ANT slots, or 8 probe

slots, or GSM modems or a mix of them.

ANT dedicated rack mounts are the best solution to get a clean, safe and accessible cabling

of your remote control system.

Different rack mount models and structures are available to fit the large inventory of probes

and interfaces of ANT catalog:

CODE               DESCRIPTION 

PB-RACK         Probe Rack: for pick-up and RF probes

BS-RACK         Basic Rack: to accommodate any RS485 expansion module and any

                         dedicated interface board, like ANT130, ANT132, ANT137, ANT139, etc.

PW-RACK       Powered Rack: same functions as the Basic Rack with external battery

                         backup optional, when the power distributed via RS-485 is not enough to

                         feed all extension modules

M-RACK          Modem Rack: designed to carry GSM or CDMA backup at the 

                         broadcasting site

MPW-RACK   Modem Rack Powered: designed to carry GSM or CDMA backup at the

                         control center



Dedicated RacksDedicated Racks
PROBE RACK

Ideal for and easy and clean cabling, the “ProBe Rack”, a standard 19'' mount, 

has been designed to interface ANT probes to the analog and digital inputs of 

the main equipment RDF and of the DAM expansion boards: the 25pin dedicated 

connection cable is always included.

The RS485 front ports are installed to interface the probes with BUS communication, 

like ANT131 probe.

SPECIFICATIONS

- Nr. 8 slot inside the rack for probes on 9pin

  female connector

- Nr. 2 x 25pin front connector to connect analog or digital 

  inputs of the main equipment

- RDF and of the DAM expansion boards

- Nr. 2 x 9pin front connector for RS485 bus daisy chaining

- The rack mount accepts at the same time probes both with RS485 inside 

  connection and on the front analog/digital inputs.

- The power supply for the probes can be carried either by the RS485 or 

  the parallel front connectors.

  - Nr. 3 Eurocard slots for ANT modules

  - Nr. 2 SUB-D 9 pin 485 BUS connectors to power and connect to the unit more equipment using ANTLAN® or RPTC protocol.

    The unit can be connected in daisy-chained mode.

BASIC RACK

The Basic Rack mount has been designed to host, power and connect via RS485 

any expansion module manufactured by ANT Group.

To fit inside, to be powered and connected to the 485 bus, and to spare space, 

the expansion modules must be inserted and positioned in the dedicated Eurocard 

slots. In one Basic Rack 1 unit high there is space for up to 3 modules.

Modules are hot pluggable and unpluggable for the easiest installation

and maintenance. The rack has 2 x 9 pin RS 485 BUS connectors 

on the back plane, to daisy chain additional expansion racks 

or other bus controlled equipment. The power supply for

the modules is carried by the ANT RS485 bus.

SPECIFICATIONS

ORDERING CODES
PB-RACK     Extension rack for pick-ups, precision probes w/RS485

ORDERING CODES
BS-RACK     Basic extension rack w/ RS485 connections




